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INTRODUCTION

ATTENTION!
This vehicle is for off-road use ONLY and is NOT street
legal.

Before operating your FP350S, please read and
understand this operation manual!

Register your FP350S! Without registration, you may be
missing critical updates and helpful information!

The FP350S is a turn-key racing vehicle that requires proper race preparation.
Prior to usage, "nut and bolt" your FP350S. See Appendix B for all torque
specifications. This is a process of checking all the nuts, bolts, wiring, belts, hoses,
tires, etc...on your vehicle. L.LE. check your tire pressures, as they will change over
time and need to be checked before every run. Beyond component specific
maintenance, we recommend you regularly perform a “nut and bolt” inspection.
Change your spark plugs regularly. Fouled plugs can cause your FP350S to run
poorly and lead to engine damage. See section 6.1, Engine Maintenance, for full
details.

Ensuring the vehicle is legal for race competition, including SFI/FIA certification, is
the responsibility of the racer. Familiarize yourself with the vehicle and the
rulebook for your sanctioning body.

It is the user’s responsibility to equip themselves with the proper safety gear,
including but not limited to a helmet, balaclava, HANS device, fire suit, gloves, fire
shoes, fire-rated undergarments, and other applicable safety gear.

Be diligent with the care and maintenance of your vehicle!
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ATTENTION!

It is the sole responsibility of the driver to ensure they fit safely in the
vehicle. This includes but is not limited to the adjustment of the steering
column, seat position, and seatbelt adjustment, as well as proper padding
of appropriate roll bars that the driver may come in contact with. Fire pin
must be pulled before using vehicle.

11 Vehicle Specifications

Engine

5.2-liter four-valve-per-cylinder V8 engine prepared by Ford Performance Parts
Unique Ford Performance engine calibration

Upgraded engine oil cooling system

Upgraded cooling system

Race-oriented exhaust system

Firing Order: 1-5-4-8-6-3-7-2

Driveline

Six speed Tremec manual transmission

Transmission oil cooler with integral oil pump

Torsen rear differential with upgraded differential pump and cooling system
3.73 final drive ratio

Chassis

Seam welded unibody chassis

MSA/FIA certified rollcage

Front: Monotube 2-way adjustable inverted struts

Ford Performance front anti-roll bar

Ford Performance adjustable camber plates

Rear: Monotube 2-way adjustable coilover dampers

Ford Performance rear adjustable anti-roll bar

Race EPAS (Electronic Power Assist Steering) with user selectable modes

Electrical

P.R.S./Ford Performance wiring harness

Motec C127 data collection system with GPS

Center console switch plate with power/ignition and 2 spare switches
Master power cutoff per Trans-Am rules
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Interior

Race-prepared interior package

Sparco Pro-ADV TS racing seat

Sparco fire suppression system

Sparco/Ford Performance quick release steering wheel
Ford Performance window netting

FIA side-impact energy absorption foam

Sabelt/Ford Performance 6 point racing harness

Exterior

Ford Performance front splitter

Ford Performance/APR adjustable carbon fiber rear wing

Vented hood with flush-mount hood pins

19x10.5” front and 19x11” rear wheels for transportation

Optional 18x11” front and 18x11” rear Forgeline/Ford Performance forged aluminum
racing wheels

Optional FP350S graphics package

Front/Rear tow hooks

Brakes

AP Racing 6 piston fixed front calipers
2-piece floating 372mm front rotors

Front brake cooling ducts

AP Racing 4 piston fixed rear calipers
2-piece floating 340mm rear brake rotors
Stainless steel braided brake hoses
TRW/Ford Performance racing ABS system
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2. START -UP PROCEDURES

2.1

Pre-Start Up

Ensure the engine is filled with all required fluids to the recommended levels. Ensure
there is fuel in the vehicle.

2.2

ATTENTION!

Your FP350S is compatible with VP C20 and Sunoco GTX260 racing fuel
ONLY. You must select the proper fuel through your Pro-Cal 3 tool. Use of
other fuels is not recommended, and can cause serious damage to your
engine! See Pro-Cal section for more information.

Start-Up Process

Turn on the electrical system by switching on the master power switch located
inside the vehicle near the A-pillar on the driver’s side. Before running your
vehicle, ensure the fire bottle safety pin is removed.

ATTENTION!
DO NOT use the master power switch to turn off the engine. Any stored
codes WILL be lost.
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Figure 1: Master Power Switch and fire handle
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2. Locate the toggle switches on the center control panel.

START  IGNITIC FUEL

&£ O 0

LIGHTS
HIGH WIPER SPARE 1 SPARE 2

D © © 0

LOW \
PAGE ALARM STEERING MAP

/ - e
’ [\ 28

Figure 2: Center Console

3. Toggle on the IGNITION switch

4. Toggle on the FUEL PUMP switch.

5. Depress the clutch. The car WILL NOT START if the clutch is not depressed.

6. Depress START button. Your FP350S is equipped with auto-start, and holding the
START button is not required.

Techline 1-800-367-3788 Page8




Mus tang Shelby FP350S

FORD PERFORMANCE Official Owners Manual

Warm-up

The default screen of the Motec data collection system is designed to help you
understand when your car is up to temperature and ready to race. This screen has
color-coded lights to identify the current temperature states of these components at a
cursory glance. The lights corresponding to each component are shown below, and are
only lighted while in the WARMUP screen or if a component is overheating or failed.

Figure 3: Motec C127 Dash Unit

BLUE: Component is currently below recommended operating temperature. Running at
full performance may decrease the lifespan of components.

GREEN: Component is currently within recommended operating temperature range, or
in an operational state.

RED: Component is currently over recommended operating temperature range or in an
error state. Care should be taken to slow down and assess potential issues. Red lights
may appear on any screen, not just the WARMUP screen.
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Shutdown Procedure

When running your FP350S, the PCM will keep track of error codes. These codes will be
stored ONLY if the car is shut down in the proper order.

1. Allow the car to idle for a few seconds to stabilize all readings
2. Shut off ignition switch

3. Wait approximately 5 seconds

4. Turn off master power switch

ATTENTION!
DO NOT use the master power switch to turn off the engine. Any stored
codes WILL be lost.
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3. CALIBRATION & PRO -CAL 3

Your 2017 FP350S comes with a baseline calibration loaded on the PCM. The Pro-Cal 3
software has the capability to reflash the PCM with new calibrations, and adjust many
key engine settings straight from your computer.

3.1 Pro-Cal 3 Setup

In order to fully utilize Pro-Cal 3, you will need to first install the latest Pro-Cal 3 software
from https://performanceparts.ford.com/FP350S/. You will need to register your FP350S
in order to gain access to this software.

1. Plug the included Vehicle Interface dongle into a USB port. Wait for Windows to
install the device drivers.

2. Start the Pro-Cal 3 software. Wait for the lights on the Vehicle Interface dongle to
blink rapidly, signifying that the software has communication with the dongle.

3. Load the included calibration file in the Pro-Cal 3 software by clicking Load File on

the left side of the screen, and selecting the calibration (.pc3 file type).

Plug the Vehicle Interface dongle into your FP350S’s OBD connector.

Power on the master power switch on your FP350S, and turn on the ignition

switch (but do not start the engine).

Go to the Calibrate tab within Pro-cal 3, and click “Read Data”

Wait approximately 15 seconds. Pro-Cal 3 should retrieve the current settings from

the PCM. The Pro-Cal 3 software should now be connected to your FP350S’s PCM

and ready for usage.

o b

N o

3.2 Pro-Cal 3 Settings
The Calibration tab in the Pro-Cal 3 software allows you to make many changes to the
engine settings. The current values will be shown in the value cell when the Pro-Cal tool
is connected to your vehicle PCM. To use this function, select the cell of the value you
would like to change, and type in your desired value. Note that you will only be able to
send a value between the min and max limits defined in the software. After choosing
your values, click the write data button to send the values to the PCM. The progress
gauge on the top right will indicate when the process is finished.

ATTENTION!

Ensure that the battery voltage is at least 11.5V before writing to the PCM. Ensure

that the write process is complete before unplugging the Vehicle Interface dongle.
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gd Program \l Download V Record u Analyze " Diagnose | gy Calibrate
U Write Data WHEN MAKING CHA
\J Factory Defaults | parameter Value Unit Min Max
U Read Data Engine RPM Limit 3000 RPM 3000 8250
PLSC Enable Disabled hd
PLSC Vehicle Speed 30 MPH 30 60
ENG Tk} hd Launch Control Enable | Disabled -
Launch RPM Set Point 2000 RPM 2000 6000
Idle Speed Adder 0 RPM 0 1000
(& o J Fuel Density Type|Sunoco GTX -
Fuel Density 5.000 Ibmigal 5.000 8.000
HUD Mode | Off hd
HUD Shift Point 4000 RPM 4000 8100
HUD Intensity 0 % 0 100
HUD Tach Mode Min RPM 500 RPM 500 2050
HUD Tach Mode Max RPM 6000 RPM 6000 9150
HUD Tach Mode Over Speed Offset 0 RPM 0 750
HUD Road Race Offset 0 RPM 0 3150
Front Tire Diameter 2252 in 2252 40.08
Rear Tire Diameter 2252 in 2252 40.08
1

Figure 4: Pro-Cal 3 Adjustment Settings

The units, as well as min and max values, are shown for each adjustment.

Engine RPM Limit
Sets the maximum engine speed.

PLSC Enable/Vehicle Speed

Enables/disables the pit lane speed control. The vehicle speed set is determined
through the PCM, and requires the correct tire diameter to be entered from within the
Pro-cal software. If the tire size is not set correctly, the pit lane speed control will not
work accurately!

Launch Control Enable/Setpoint

Enables/disables launch control and sets the RPM setpoint. To activate launch control,
the vehicle must be at a complete stop. Depress the throttle all the way and the engine
will rev and stabilize at the setpoint RPM. Quickly release the clutch, and the car will
launch. There is NO traction control or power limiting after the launch event.

Idle Speed Adder
This increases the idle speed by the set value. The default value is O RPM.
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Fuel Density Type/Value
This setting allows for the changing of the fuel density depending on the fuel used. This
value is used by the fuel totalizer on the Motec dash and is a very accurate counter of
fuel used. Sunoco GTX 260 and VP C20 both have preset values. Custom allows for a
user-entered fuel density, which can be found on the fuel data sheet.
ATTENTION!
This value should only be matched to the specific fuel used.

Changing this value will significantly affect the fueling strategy.

HUD Mode

There are 3 HUD modes included with your FP350S to suit each driver’s preferences.
The default mode is Road Race. In the Road Race mode, lights will illuminate from both
sides, eventually meeting up in the middle and flashing when the shift point RPM is
reached. The drag mode does not illuminate until the shift point RPM is reached. The
tachometer mode will illuminate from left to right. More information about each mode is
included in their respective configuration sections.

HUD Shift Point
Point at which the HUD will flash all lights to display it is time to shift for the drag and
road race tach modes only. The default set point is 7800 RPM

HUD Intensity

This adjusts the relative brightness of the HUD in percentage. The default value is 100%.
100% is recommended for sunny days, and 50% is a good starting point for an overcast
day, and 25% a good starting point for nighttime racing.

HUD Tach Mode Min/Max RPM

This parameter sets the RPM at which the tachometer HUD mode begins to illuminate
and fully fills up. For example, if the min/max are set at 2000 and 8000 RPM
respectively, the first HUD light will illuminate at 2000 RPM and all HUD lights will be
iluminated at 8000 RPM.

HUD Tach Mode Overspeed offset

Sets the shift point for the tach mode where the lights will begin flashing. This number is
the offset above the Tach max RPM value. For example, if the max value for the tach is
set to 7000 RPM, and the offset is set for 500 RPM, all lights will be illuminated at 7000
RPM and will begin flashing at 7500 RPM.
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HUD Road Race Offset

Sets the number of RPM below the shift point the HUD will begin to illuminate in the
Road Race mode. For example, if the shift point is set at 8000 RPM and the offset is set
at 2000 RPM, the outside lights will illuminate at 6000 RPM.

Front/Rear Tire Diameter

This sets the diameter of the front and rear tires. It is important to set this value
accurately because it controls numerous parameters and systems, including but not
limited to the ABS system, the indicated vehicle speed, and the lap distance calculator.

ATTENTION!
Important: Set the correct tire size. If is set incorrectly, it can cause a
reduction in performance, causing loss of vehicle control. Verify the tire
size is set correctly on the WARMUP screen of the Motec dash.

3.3 Pro-Cal 3 Diagnostics

The Pro-Cal 3 tool may also be used to read any error codes (DTCs) on your FP350S.
Go to the Diagnostics tab and use the buttons to read or clear any codes. The Key On
Engine Off (KOEO) and Key On Engine Running (KOER) self tests may be run to find any
codes. *Note: KOEO requires both the ignition and the fuel pump to be on to run this
test.*

<

FORD PERFORMANCE

VIN Software 1D

A
Hardware Part Number Module Part Humber
NeA WA

\’ — \l Dawnload v Record \i Analyze \;" Diagnose W Calibrate
() Read DTC's
\i Clear DTC's \
&) KOEO Self Test
(&) KOER Self Test
W Read Info

Figure 5: Pro-Cal 3 Diagnostics
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4. MOTEC DATA SYSTEM

4.1 Motec Overview

The 2017 FP350S is equipped with a Motec C127 digital dash/data logger. This
advanced unit collects data from various sources on the vehicle and logs it for future
use by both the driver and mechanics. Additionally, your Motec C127 is equipped with 3
mode screens; WARMUP, QUALIFYING, and RACE. Each screen is intended to provide
the driver with relevant information in each of these scenarios, and can be further
customized to fit each driver's preferences using the Motec C127 dash manager
software.

4.2 Motec Dash Manager

Your Motec is accessible through the Motec C127 Dash Manager, which is available for
download at http://www.motec.com/c127/c127downloads/. Installation support of the
dash manager software is available through the Motec website. Through this software,
you are able to change screen settings, logging settings, and shift light configuration, as
well as retrieve any logged data from the device. It is important to regularly retrieve data
off the device and label it properly, as the Motec software allows for comparisons
between lap runs years apart from each other. The Motec file structure is based around
“outings,” and it is recommended data is retrieved, cataloged, and reviewed every
stoppage of the vehicle.

Data can be retrieved from the device memory in the following way.

1. Open up C127 Dash Managetr.

2: Connect the computer to the data port located in the closed duct near the passenger
A-pillar using a standard Ethernet cable.

3: Select Online -> Get Logged Data (or press key F8)
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] MoTeC C127 Dash Mmer

File Connections Calculations Functions Tools Help
= 9 GetLogged Data F8 S % @
Send Configuration

@ Get Configuration

Q  Zero Sensors...

Set Reference Lap...

Monitor Channels... F3 Ma "
Simulate... F4

View 4

Test 4

&0 [l

C127 DASH MANAGER

Miscellaneous 13

Update Device Firmware

Dash Options (Upgrades)

Lego >

| B
Set Access Passwords... RACE

92 5 9 28
113 110 ‘36

2:24.50 0.21 2:24.

(=}

Figure 6: Motec Dash Manager — Get Logged Data Location

4: Enter relevant outing information. Your FP350S comes with the vehicle information
already entered, and will be available in the vehicles tab after retrieving data the first
time. Common North American venues are included on the dash configuration, and will
be available in the venues after retrieving the data the first time.
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Get Logged Data PS
Please confirm the following details are correct for the logged data
Event
Event Name : VIR 11-1Run 1 ﬂ
Session :
Short Comment :
Long Comment : Warmup
Venue
Current Venue : |VIR v‘ | Edit... | ‘ Manage Venues
Coordinates : 35.5688090 -79. 2066950
Log Filename : C:\Users\INCAR \Documents\MoTeC ogged Data\VIR\20170406-0111100.1d
Vehice
Vehide ID : FP3508 | Edit.. || Managevehides
Description @ Test Car 1
Dash Serial 1111
Driver : Null -
T )

Figure 7: Motec get logged data screen

5: By default, Motec will save data to C:\Users\$username\My
Documents\MoTeC\Logged Data\, where $username is the unique username for that
particular user of the computer.

4.3 Moteci2

Files generated on your Motec C127 and downloaded through Motec dash manager are
read through the Motec i2 Standard program. From the factory, your FP350S Motec
dash will generate i2 standard files, not i2 Pro files. Motec i2 Standard is available for
download at http://www.motec.com/i2/i2Zdownloads/. Installation instructions and
additional help is available on the Motec website. Additional advanced tutorials and
data analysis strategies not covered in this manual are also available on the Motec
website. Below is a quick introduction to the Motec i2 software.

1: After installation, launch the Motec i2 Standard software.

2: Here you will be greeted with a screen to select a workspace. 12 Standard allows for
4 default workspaces to suit various needs. It is recommended to use the circuit
workspace as a starting point. Each workspace is adjustable to an individual user’s
preferences.
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(MoTeC) i2

Choose a Workspace to start using i2

B

View Demo Video

Circuit Workspace Drag Workspace
P,
R
Z e
Engine Workspace Rally Workspace

CORemember the workspace next time i2 starts

Figure 8: Motec i2 Standard launch screen

Circuit - MaTeC L2 Standard (xé4) (1.12671) Sl U
He

S e s 42 3
=
a s
oo
o n
oo
PR
s — — i
. " iy ]
i
=
i 000005 Dimmnes 5001

Figure 9: Motec screen upon open

4: Open a file by selecting open in the top left corner, also found under File -> Open.
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Circuit - MoTeC i2 Standard (x64) (1.1.2.671
View Layout Data Component Tools Help

Google Earth Export...
Create Reference Lap...

Exit

SCERTEAITYTE

¥ Open Log File... Ctrl+0 { 1x
Close All Log Files Ctrl+Alt+A
Workspace * B \ixture Map | B il Pressure | 7) RPM Histo | B Trac
[d Save Workspace Ctrl+S
} Get Logged Data... Ctrl+F8
& Print.. Ctrl+P |
& Print Preview.. Ctrl+Shift+P |
Print to Clipboard
Export Data...
Split Data...
Merge Data..

5 Oversteer

5: In this screen, i2 will list each individual file, along with any notes input at the time the
data was saved. Shown below is a sample of data on the included Motec configuration.

Search
Vanue
] VIR

Al
(Ctr+F)
Event Ses.. Ye. D Fastest Date/Time Co.
VIR 11-22-2016 - Run 6 2016 1:53.863 11/22/2016 12:36:20 PM

Vehicl

Summary

VIR Lap 6, 11-22-

File|2016 data.1d

FileSize|0.5 Mb

. 2016-11-22
DateTime |, 35.20

Device
Optiong| "™ L03ga

Device

Serial e

Device Type|C127

Device

Version| %!

VIR 11-22-2016 -

Event| Run §

Fastest Lap|1

Fastest Time|1:53.863

Log Date|2016-11-22

Log Time|12:36:20

Total Laps|3

Venue|VIR

Venue

Length Bz

Venue Type|Loop

Year|2016

Cancel

6: To add channels viewed, click CHANNELS on the left side. Additionally, which group
channels appear in can be modified by right clicking and selecting properties, or
pressing F5. Groups can only be modified when a file is opened. For additional help with
Motec i2, consult Motec help documentation available on the Motec website.
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4.4 Included Data Screens

From the factory, your FP350S Motec calibration includes 3 screen modes. Each screen
mode is intended to be used for a specific purpose, and can be further customized to a
racer’s individual preference. In this section, each screen will be covered, along with its
intended use case. To download the configuration loaded on the dash, use the C127
Dash Manager software and click Online -> Get Configuration. From here, you can then
edit the dash configuration and re-upload the modified configuration to the display. For
more information on the customization of the display, refer to the Motec website.
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Warmup

This screen mode is the default screen that your FP350S will open up to when turning
on master power. The purpose of this screen is to communicate the temperature and
status of various systems of your vehicle. The 6 status lights will always be illuminated in
either blue, green, yellow, or red. For the 4 temperature status lights, blue will indicate
the system is under temperature, green indicates it’'s within the recommended operating
temperature range, and red indicates it's over temperature. For the ABS and engine
code lights, green will indicate the system is operational, while red indicates a fault. In
the event of an ABS failure, the lights at the top of the screen will also flash red. For all
lights, an additional flashing pattern is incorporated to convey information quickly. Blue
lights will pulse slowly, green lights will be on steadily, and red lights will flash quickly.
Full details about the WARMUP screen are shown below.

Figure 10: Warmup Screen
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Qualifying

This screen is the next screen the Motec dash will cycle to when pressing the PAGE
button. Qualifying mode is intended to be used when attempting to set an ultimate lap
time, and includes features such as a gain/loss numerical value and fastest lap time
display. Additionally, critical engine parameters such as oil pressure and coolant temp
are displayed to ensure the health of the engine. The full layout of the QUALIFYING
screen is shown below.

/ :

GAIN/LOSS

FASTEST LAP TIME » 00

0:00.00 e

Figure 11: Qualifying screen
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Race

This screen is the next screen the Motec dash will cycle to when pressing the PAGE
button. Race mode is intended to be used on long runs by logging the number of laps
completed and displaying the most recent laptime. A lap gain/loss will track the current
predicted laptime against the fastest lap time. Fuel used is included in liters, and is a
very accurate measure of used fuel if fuel density is set properly in the Pro-Cal 3
software. It has been noted that the car will begin to stumble at around 53L of fuel used
on high lateral G tracks. Only critical engine parameters are included to minimize the
distraction to the driver during extended running and close quarters to other vehicles.
The full layout of the RACE screen is shown below.

RACE

RPM x1000

FUEL ECON MODE

0

FUEL USED LAST LAP

0.00

ENGINE OIL PRES

FUEL USED (L) ' LAP NUMBER

0.00 10

Figure 12: Race screen
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4.5 Additional Motec Functions/Features

Changing the display

The dash unit is shipped with a generic setup to account for most situations. If there are
changes the driver needs, they can be adjusted in the Functions -> Display menu. All
changes will require re-uploading the modified configuration to the display. For
additional help changing anything regarding the display, consult Motec help
documentation available at the Motec website.

Changing Motec brightness

To change the brightness of the display, go to Functions -> Display. In the popup
window, choose the Backlight tab near the top of the window. Here you can adjust the
brightness of the screen. The default value is 100% fixed brightness. For nighttime
racing, a value around 25% is recommended as a starting point.

To change the brightness of the Motec lights, go to Functions -> Shift Light Module.
Near the middle, there is a slider for various brightness settings. The default value is
100% fixed brightness. For nighttime racing, a value around 25% is recommended as a
starting point.

Shift lights on the Motec Dash

Upshift lights

The Motec C127 unit includes 10 lights across the top of the screen. These will light up
with 1 successive light from 7200-8100 RPM in the default setting. To change this
behavior, change values in C127 dash manager under Functions -> Shift Lights. For more
help, consult Motec help documentation.

Downshift lights

To assist in understanding when it is applicable to downshift, the leftmost 3 lights will
illuminate green at 4000 RPM. Below this RPM value, it is advantageous to downshift to
assist in corner out acceleration performance.
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Alarms

The Motec dash unit is constantly vehicle systems. If any temperature exceeds the
alarm value, the specific alarm will display across the bottom with a red background
telling you of the specific overtemperature alarm. In addition, the light associated with
that temperature will flash red until the temperature is below the alarm threshold and
the alarm cleared. For oil pressure, if the pressure drops below the low pressure alarm
threshold, the top 10 shift lights will flash oscillating red lights, alerting the driver to stop
immediately or face catastrophic engine damage. If the light associated with a
temperature is flashing yellow, this signifies a sensor/ circuit failure. Transmission,
differential, and oil sump temperatures are set up this way to alert the driver and allow
for easy diagnostics. The flashing yellow light will be accompanied by a warning
message at the bottom of the screen. . In the event of an ABS failure, the lights at the
top of the screen will flash red.

Zeroing the accelerometer

Your Motec C127 dash unit includes an internal accelerometer to log acceleration of the
vehicle. Since the Motec dash is mounted on the steering column, it should be re-
zeroed every time the steering column is adjusted. This is done with the car sitting on a
flat level surface after all suspension adjustments are done and with the driver in the
vehicle. There is a built in calibration that calibrates all 3 axes of the accelerometer at
once. To calibrate, follow the directions below.

1. Ensure the vehicle is on a flat surface, set up as intended, and with the driver in the
seat.

2: Ensure master power is on

3: Plug computer into the DATA port using an Ethernet cable as described above

4: In the Motec C127 Dash Manager software, open the Zero Sensors screen as shown
5. Click “Zero Sensors.” The calibration for the car sitting level is already
preprogrammed into the dash unit.

For additional assistance, please contact Motec at
mse.dasupport@motec.com or
+1 704 799 3800

Techline 1-800-367-3788 Page25




Mus tang Shelby FP350S

FORD PERFORMANCE Official Owners Manual

5. ELECTRICAL SYSTEM

5.1 OBDIl & Motec Data port
The OBDII connector and Motec Data (RJ-45 ethernet) ports are both located on the

passenger side dash vent.

Figure 13: Ethernet and OBDII connections

5.2 Vehicle PDB

The Vehicle Power Distribution Block (PDB) shown in Figure 14 below contains
fuses/relays for all electronics in the vehicle. The PDB is located in the passenger side
front of the engine bay. Refer to the wiring diagrams in the appendix at the end of this
document for fuse/relay locations within the PDB.

Techline 1-800-367-3788 Page26




Mus tang Shelby FP350S

FORD PERFORMANCE Official Owners Manual

Figure 14: Vehicle Power Distribution Block (PDB)

5.3 Center Control Panel
The center control panel contains multiple switches for control of starter motor, ignition,

fuel pump, and many others. Each switch is in the ON position when in the UP position.
Figure 15 is a map of the center console.

NOTE!
None of the electrical systems will function unless the master power switch
is turned on. See Section 2.2 for more information.
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Figure 15: Center console switches and buttons

1. Start Switch — Depressing the starter switch will trigger the auto-start operation.
The clutch must be depressed, otherwise the start sequence will not occur.

2. Ignition Switch — The ignition switch is the master start/run control. It must be on
before any vehicle run operation will be allowed.

3. Fuel Pump Switch — Allows the fuel pumps to run. It must be on for the vehicle to
run.

4. Lights Switch — Turns lights on/off. Up engages high-beams, down engages

standard lights.

Wiper Switch — Turns wipers on/off. Wipers operate on single high speed.

Spare 1 & 2 — These are user customizable switches to connect other electrical

accessories such as cool suits, drink bottles, or other accessories.

7. Page Button — This changes the page on the Motec dash between WARMUP,
QUALIFYING, and RACE screens.

o U1
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8.

Alarm Button — This will clear alarms that show up on the Motec dash. Alarms are
displayed on a red background at the bottom of the dash. Press button to clear
single alarm.
Steering Button — This will cycle your FP350S between the 3 user selectable
steering modes. More information about steering modes can be found in section
7.4 Steering

10.Map Button — Currently not active. For future expansion.

1.

12.

13.

PLSC - Pressing this button will trigger the Pit Lane Speed Control. For
information on setting or disabling the PLSC feature, consult the Pro-Cal 3 section
of the manual.

Diff/Laps Button — This is a dual-purpose button. While the engine is off, pressing
and holding this button will activate the differential pump. To fully drain and refill
the differential fluid, it is necessary to use the pump to fill the lines and cooler. For
more information on servicing the fluid in the differential, consult the maintenance
section of the manual. While the engine is on, pressing this button will reset the
lap counter to zero and reset all reference lap times.

Fuel button — This is a dual-purpose button. When the engine is off, holding this
button activates the fuel pump to facilitate pumping fuel out of the tank. When the
engine is on, pressing this button will reset the fuel totalizer value.
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6. ENGINE

Your 2017 FP350S is equipped with a hand built Ford Performance 5.2L V8 engine. This
is a performance racing engine that requires diligent care and maintenance to ensure
optimum performance over time. Figure 16 shows an annotated view of the engine bay.

\ ¥
= N

— -y
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—

Figure 16: Engine bay

1| Vehicle PDB 6 | Fuel Pressure Test Port

2 | Vehicle PCM 7 | Transmission dipstick/fill tube

3 | Engine Oil Fill Cap 8 | Engine Oil Dipstick (Not Visible)

4 | Oil Catch Can 9 | Brake Master Cylinder/ Fluid Reservoir
5 | Engine Coolant Reservoir | 10 | Air Filter
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6.1

Engine Maintenance

Racing puts extreme loads on engine components that will require unique maintenance
performed on a regular basis. Ford Performance recommends the following:

1.

2.

N o

Fill oil to the upper hole on the dipstick (Start with 14 qts of oil and add until
intended level is reached).

Change engine oil and filter after every race event, or 4 hours of operation,
whichever is sooner.

. Spark plugs have a limited life expectancy and should be replaced after every

event. Upon any misfire, plugs should be changed immediately.

Monitor engine oil pressure over time to understand engine bearing wear by
picking a consistent RPM and temperature to look for deviations.

Check cylinder compression and leakage after every race event to monitor engine
condition.

Replace O2 sensors every 20 hours of usage.

Complete engine maintenance is required after 40 hours of usage. This includes
the replacement of the following parts:

- pistons and rings,

- main and rod bearings,

- valves, valve springs, valve seals and spring retainers

In addition, the following parts should be checked for excess wear and/or cracks:

- Block

- Crank

- Heads

- Chain guides (primary and secondary)

After 2 seasons of usage, the cylinder block should be evaluated for replacement.

See your engine builder for further recommendations.
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7 . CHASSIS

7.1 Brakes

Your 2017 FP350S comes equipped with 4-wheel disc brakes, specially engineered and
built for the FP350S by AP Racing. More information regarding the specific compounds
and part numbers are in the Bill of Materials section.

7.2 Brakes Break-in Procedure

After start-up, prior to any runs, be sure to properly break-in your brake system by
bedding your brake pads and rotors. (For bedding procedure and additional information
or services, refer to: https://www.essexparts.com/ ). Failure to do so may result in loss of
control of your vehicle, serious damage as well as injury or death.

Allow the brakes to cool between runs, without applying pressure to the brake pedal.
After the last stop, allow the brakes to completely cool before making an initial run in
your vehicle.

7.3 Dampers

The front and rear dampers are manufactured by Sachs Racing specifically for the
FP350S. There are adjustment knobs for both compression and rebound for each
damper. Do not force adjusters beyond initial contact with stop or damage to the
adjuster valve seats will occur.

Figure 17: Front compression adjustment. Clockwise = more damping
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Figure 19: Rear rebound adjustment. Clockwise = more damping
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Figure 20: Rear compression adjustment. Clockwise = more damping

See section 8.4 for the chassis setup guide, including guidelines for setting the
dampers. Also in appendix E. DAMPER SERVICE INFORMATION is additional
information pertaining to damper servicing, replacement parts, and cleaning
procedures.

7.4 Steering Modes
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