Please visit www.fordracingparts.com for the most current instruction and warranty information.

PLEASE READ ALL OF THE FOLLOWING INSTRUCTIONS CAREFULLY PRIOR TO INSTALLATION. AT ANY TIME YOU DO NOT UNDERSTAND THE INSTRUCTIONS, PLEASE CALL THE FORD PERFORMANCE TECHLINE AT 1-800-367-3788

**KIT INCLUDES**

1-RS Rear Spoiler  
2-W713489-S300 Clip Trim  
2-W714956-S303 Screw  
2-W714205-S307 Spring Nut  
1-W706928-S437 Bolt and Washer, Hex Head

These are additional hardware parts. (If needed)

**Removal**

**NOTE:** Removal steps may include installation details.

1. Remove two T-20 torx from 3rd stop lamp.  
2. Remove 3rd stop lamp housing. Unplug electrical connector to 3rd stop lamp and washer hose.
3. Remove inner trim panel by gently pull towards you. Ensure the 4 clips are still on the trim panel.

4. Remove 4 T-20 Torx and 3 8mm bolts.
   1. Torque: 13 lb.in (1.5 Nm)
   2. Torque: 62 lb.in (7.0 Nm)
5. Remove Spoiler.
Installation

1. To install the RS Spoiler, reverse the ST Spoiler removal procedure.