Note: Procedure best done in warm environment to avoid fracturing interior trim panels.

KIT INCLUDES:

<table>
<thead>
<tr>
<th>Item #</th>
<th>Description</th>
<th>Qty</th>
</tr>
</thead>
<tbody>
<tr>
<td>L0461966</td>
<td>RED STITCH, REAR SEAT</td>
<td>1</td>
</tr>
<tr>
<td>FR3B-63601B28-AC</td>
<td>ISO FIX BRACKET, BELTS</td>
<td>2</td>
</tr>
<tr>
<td>FR3B-63611B68/9-BB</td>
<td></td>
<td>2</td>
</tr>
<tr>
<td>W700883-S450B</td>
<td>BELT FASTENERS</td>
<td>2</td>
</tr>
<tr>
<td>FR3B6360044-AD3ZHE</td>
<td>BUCKLE</td>
<td>2</td>
</tr>
<tr>
<td>FU5A-9662452-AE</td>
<td>STRIKER, PKG TRAY</td>
<td>2</td>
</tr>
<tr>
<td>W701210-S</td>
<td>STRIKER FASTENERS</td>
<td>2</td>
</tr>
<tr>
<td>FR3B-6360615-AD</td>
<td>MIDDLE BRACKET</td>
<td>2</td>
</tr>
<tr>
<td>W506441-S451</td>
<td>FASTENER</td>
<td>2</td>
</tr>
<tr>
<td>FR3B-6346668-AG3JA6</td>
<td>PACKAGE TRAY</td>
<td>1</td>
</tr>
</tbody>
</table>
Seat Delete Panel Removal

1. Remove the 3 fasteners from panel then remove panel.

Loadspace Trim Panel – Coupe

Removal

NOTE: RH side shown, LH side similar.
2. Position the door weather-strip aside.

3. Release the clips and remove the scuff plate trim panel.
4. Position the safety belt guide off to the side, release the clips and remove the loadspace trim panel.

**Installation**

**NOTE:** During installation, make sure the safety belt webbing is not twisted and the safety belts and buckles are accessible to the occupants.

To install, reverse the removal procedure.
Parcel Shelf – Coupe

Removal

5. **NOTE:** *RH side shown, LH side similar.*

On both sides.
Release the clips, disconnect the seat belt tether clip and remove the D-pillar trim panel.

6. Remove the pin-type retainers and the parcel shelf.

Installation

To install, reverse the removal procedure.
Rear Safety Belt Retractor – Coupe

Installation

7. Install the safety belt retainer.
   Torque: 30 lb.ft (40 Nm)

8. Install the retainers and the safety belt retractor.
   Torque: 30 lb.ft (40 Nm)
Rear Safety Belt Buckle

Installation

9. Install bolt into the safety belt buckle and the Rear Seat Cushion bracket. (Both sides)
   Torque: 30 lb.ft (40 Nm)

NOTE: During installation, make sure the safety belt webbing is not twisted and the safety belts and buckles are accessible to the occupants.
Rear Seat Backrest – Coupe

NOTE: LH seat shown, RH seat similar.

10. Install the fastener (Stud) and the pivot hinge. Do not install seat at this time.
   Torque: 35 lb.ft (47.5 Nm)

11. Install package tray strikers.(RH and LH side)
   Torque: 35 lb.ft (47.5 Nm)
12. Reinstall all trim panels previous removed.

13. Install rear seat backrest.

14. Install the fastener attaching the seat backrest to the floor.
   Torque: 35 lb.ft (47.5 Nm)

15. Install lower seat cushion.